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2. Torque specifications
The list below covers those stud/bolt sizes with standard 1.S.0. pitch threads. Torque specifications for

components with thread pitches other than standard are given within the applicable chapter.

Torque specifications call for dry, clean threads. Components such as the cylinder or cylinder head should
be at room temperature prior to torquing. A cylinder head or any other item with several fasteners should
be torqued down in a cross-hatch pattern in successive stages until torque specification is reached. The

method is similar to installing an automobile wheel and will avoid warping the component.

A B TORQUE SPECIFICATION
(NUT) | (BOLT) T m-kgs. ftdbs. in-lbs.
10 mm. 6 mm. 1.0 72 85
13 mm. 8 mm. ) 2.0 >15 175
14 mm. 8 mm. 2.0 15 175
17 mm. 10 mm. 35~4.0 25~ 29 i 300 ~ 350
19 mm. 12 mm. 40~45 29~ 33 350 ~ 400
22 mm. H14 mm, 45~ 5.0 33~ 36 400 ~ 440
26 mm. 17 mm. 58~ 7.0 42~ 50 500~600_|
27 mm. 18 mm. 58~ 70 42~ 50 500 ~ 600
30 mm. 20 mm. 70~ 83 50 ~ 60 600 ~ 700

SPARK PLUG 27~29 19~ 21 230 ~ 250
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